




































46th and Murphy
Streetscape Project

1 PLAZA LAYOUT AND CALLOUT PLAN
1"= 5'-0"

NOTES:
1.SCORE JOINTS TO BE 3

8" TOOLED.
2. ALL SCORED SECTIONS TO BE EQUAL SPACING FROM CENTER OF WALL OR
PLANTERS.
3. ALL 8" AND 12" BANDING TO BE HEAVY BROOM FINISH PARALLEL TO WALK.
4. ALL OTHER WALKING AREAS TO BE MEDIUM BROOM FINISHED PERPENDICULAR TO
WALKING DIRECTION.
5. FIELD LOCATE ALL ELEMENTS FOR APPROVAL BY OWNERS REPRESENTATIVE PRIOR
TO CONSTRUCTION.
6. SEE SPECIFICATIONS FOR MOCK-UP REQUIREMENTS.

2 WALKWAY AT COMMUNITY CENTER
1"= 5'-0" 3 SCORING AT CROSSWALK - (TYP.)

1"= 5'-0"

**EXPOSED AGGREGATE CONCRETE:

BASIS OF DESIGN IS THE SPECIFICATION USED FOR THE 5TH AVENUE SOUTH PHASE 2 IMPROVEMENTS METRO PUBLIC WORKS
PROJECT AND TITLED SPECIALTY CONCRETE PAVING.

A. AGGREGATES:
FOR ALL CONCRETE PAVEMENT IDENTIFIED AS EXPOSED AGGREGATE CONCRETE ON PLAN, AGGREGATE SHALL BE 10% LIMESTONE
CHIP AND 90% PEA GRAVEL MIX AS PROVIDED BY METRO READY MIX, NASHVILLE TN, OR APPROVED EQUAL.  COARSE AGGREGATES
SHALL BE LIMESTONE AND RIVER GRAVEL MIX, FINE AGGREGATE SHALL BE RIVER SAND MEETING ASTM C33.  GRADATION OF
AGGREGATES IS AS FOLLOWS:
% PASSING SCREEN
100 3

4"
94.2 1

2"
68 3

8"
7.1 NO.4
1.4 NO.8

B. FLY ASH: ASTM C618, TYPE F

C. SURFACE RETARDER;
CHEMICAL LIQUID SET RETARDER, FOR APPLICATION ON POURED IN PLACE FLATWORK, CAPABLE OF TEMPORARILY DELAYING FINAL
HARDENING OF NEWLY PLACED CONCRETE SURFACE TO DEPTH OF REVEAL SPECIFIED

1. TOP-CAST, MANUFACTURER GRACE CONSTRUCTION PRODUCTS, 62 WHITEMORE AVE. CAMBRIDGE MA, 02140.
WWW.GRACECONSTRUCTION.COM .  PRODUCT: TOPCAST 50 FOR ALL APPLICATIONS

D. CONCRETE MIX
1. COMPLY WITH REQUIREMENTS OF APPLICABLE DIVISION 3 SECTIONS FOR CONCTETE MIX, DESIGN AND TESTING AND
QUALITY CONTROL
2. COMPRESSION STRENGTH: 4000 PSI AT 28 DAYS
3. MAXIMUM SLUMP 4'
4. AIR CONTENT 6%
5. FLY ASH: REPLACE 25% BY MASS OF PORTLAND CEMENT WITH 25% BY MASS OF FLY ASH

E. INSTALLATION:
1. PROVIDE 4'X4' MOCK UP FOR APPROVAL PRIOR TO CONSTRUCTION
2. PROTECT CURBS, BORDERS AND ADJACENT MATERIALS NOT RECEIVING FINISH PRIOR TO POURING CONCRETE
3. APPLY SURFACE RETARDER UNIFORMLY TO THE WET CONCRETE AFTER THE INITIAL BLEED WATER RISES TO THE SURFACE
4. SPRAY WITH A LOW PRESSURE SPRAYER UNTIL THE SURFACE HAS A COMPLETE HIDING COAT
5. CONSULT MANUFACTURER FOR RECOMMENDED TIME FOR REMOVAL
6. PATCH IRREGULARITIES AFTER SURROUNDING SURFACES HAVE BEEN TEXTURED.  REFINISH AFTER REPAIRS ARE CURED
TO MATCH ADJACENT SURFACES.

F. PROTECTION
1. PROTECT CONCRETE FROM DAMAGE UNTIL WORK IS ACCEPTED.
2. EXCLUDE TRAFFIC FROM PAVEMENT FOR AT LEAST 14 DAYS AFTER PLACEMENT.  WHEN CONSTRUCTION TRAFFIC IS
PERMITTED, MAINTAIN PAVEMENT AS CLEAN AS POSSIBLE BY REMOVING SURFACE STAINS AND SPILLAGE OF MATERIALS AS
THEY OCCUR.
3. MAINTAIN DECORATIVE CEMENT CONCRETE PAVEMENT FREE OF STAINS, DISCOLORATION, DIRT, AND OTHER FOREIGN
MATERIAL.  SWEEP DECORATIVE CEMENT CONCRETE PAVEMENT NOT MORE THAN TWO DAYS BEFORE THE DATE SCHEDULED
FOR SUBSTANTIAL COMPLETION INSPECTIONS.

4 PLAZA AT STAR BAGEL
1"= 5'-0"

CONSTRUCTION DETAILS

http://WWW.GRACECONSTRUCTION.COM/


PRECAST CONCRETE CAP

3'-
6"

1'-
5"

3"

1" PRECAST SEAT BACK

STONE VENEER

PRECAST CONCRETE CAP

GROUT CMU CELLS SOLID

#4 REBAR 12" O.C.

LADDER REINFORCEMENT @ 16"
O.C.

GROUT VOID SOLID - COORDINATE
INSTALLATION WITH PRECASET
SEAT AND SEATBACK

STONE VENEER (SEE NOTES)

1'-6"

2"

3"

3'-6"
1'-

0"

2'-3"

1 SEAT WALL AT PLAZA
1"=1'-0"

2" PRECAST SEAT

1'-7"

PLANTER
(SIZE VARIES)

2'-4"

1'-
0"

EXPANSION JOINT
4" CONCRETE WALK
AGGREGATE BASE

COMPACTED SUB BASE

#4 REBAR, 12" O.C.
#4 REBAR, 12" O.C.

1'-
0"

1'-5"

3"

1'-0 1/2" 31
/2"

NOTES:
1. STONE VENEER TO BE HACKET TULSA BY CENTURION STONE - SUBMIT SAMPLES FOR

APPROVAL PRIOR TO CONSTRUCTION. (800)-786-6352
2. INSTALL PER MANUFACTURERS RECOMMENDATION
3. MORTAR COLOR ADJACENT TO STONE SHALL MATCH STONE VENEER COLOR
4. CONCAVE TOOL ALL EXTERIOR MORTAR JOINTS
5. ENSURE CLEARANCE BETWEEN STONE VENEER AND FINISHED GRADE OF 2"
6. ALL PRECAST CONCRETE TO BE BUFF COLOR
7. ALL MORTAR JOINTS ADJACENT TO PRECAST TO BE BUFF COLOR AND CONCAVE

TOOLED
8. SUBMIT SHOP DRAWINGS FOR WALL AND ALL PRECAST PIECES INCLUDING SHAPES

AND SIZES FOR REVIEW AND APPROVAL PRIOR TO CONSTRUCTION
9. SILICONE SEALANT COLOR TO MATCH PRECAST COLOR
10. PROVIDE 4'X4' WALL MOCK UP FOR APPROVAL PRIOR TO CONSTRUCTION

COMPACTED SUB BASE

#4 REBAR, 12" O.C.
#4 REBAR, 12" O.C.
#4 REBAR, 12" O.C.- VERTICAL

1
2" X 6" S.S. PIN 24" O.C.
IMBED IN GROUT, EPOXY INTO CAP

STONE VENEER (SEE NOTES)

CMU LADDER REINFORCEMENT @
16" O.C.

6" S.S. PIN 24" O.C.
IMBED IN GROUT, EPOXY INTO CAP

1'-6"

1"

8" PRECAST WALL CAP (PLAN)

3'-0"

6" 2'-0"

MORTAR JOINT

STEEL SKATE-STOP -SEE DETAIL

9
16" DIA. HOLE LOCATIONS
X 1-1/2" DEPTH

STEEL SKATE-STOP

.5%

SILICONE CAULK SEALANT

1"

1 1/2"

#4 REBAR, 12" O.C.

CONCRETE WALK

2 PRECAST SEAT AND SEATBACK
1-1/2"=1'-0"

1'-
11

1/2
"

1"

2"

7°

97°

1'-5"

NOTES:
1.SUBMIT SHOP DRAWINGS FOR APPROVAL INCLUDING FINISH AND COLOR

SAMPLES  PRIOR TO CONSTRUCTION
2. PRECAST COLOR TO BE BUFF, FINISH TO BE LIGHT SAND BLAST
3. MORTAR COLOR BETWEEN PRECAST PIECES TO BE BUFF
4. MORTAR JOINTS TO BE 3

8" CONCAVE TOOLED
5. BOTH SEAT AND SEATBACK PIECES SHALL BE 4' IN LENGTH
6. OFFSET SEAT AND SEATBACK JOINTS ON CENTER

2"

1/2"

1
4" DRIP EDGE

3 STEEL SKATE-STOP
1-1/2"=1'-0"

2"

9"

1"

4"

3/8"

R1 1/2"

R1"

SECTION ELEVATION

NOTES:
1. PLACE EVERY 8' O.C.
2. MATERIAL TO BE CORTEN STEEL OR APPROVED EQUAL
3. IMBED SKATE STOP IN MORTAR JOINTS ONLY
4. ENSURE TIGHT FIT BETWEEN PRECAST PIECES AND METAL SKATE DETERANT
5. EPOXY IN PLACE, SUBMIT CUT SHEET FOR APPROVAL
6. CLEAN AND REMOVE EXCESS EPOXY IMMEDIATELY TO PREVENT

DISCOLORATION OF PRECAST SEAT

PRECAST SEAT
CHAMFER ALL CORNERS

PRECAST SEAT

46th and Murphy
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2"
MI

N.

1'-
0"

#4 REBAR 12" O.C.

1
2" X 6" S.S. PIN. SET 3" INTO MORTAR.
EPOXY PIN TO CAP

4'-0"

1'-
6"

PIER CAP, SEE DETAIL xx

MASONRY LADDER TIES 16" O.C.

CMU BACKER WALL

3'-0"

STONE VENEER ON
MORTAR SETTING BED
(SEE NOTES)

GROUT SOLID (TYP.)

FINISH GRADE

CIP CONCRETE FOOTER

ENTRY MONUMENT CAP, SEE DETAIL 2

PATTERN TO BE HACKETT BY
CENTURION STONE #050

PREPARE CMU SURFACE WITH
SCRATCH COAT. LEAVE VOID FOR
FUTURE TILE INSTALLATION. (SIDE
FACING TRAFFIC ENTERING SYLVAN
PARK ONLY).

FINISH GRADE

NOTES:
1. OWNER TO PROVIDE 6" X 6" TILE TO BE INSTALLED AT OWNER'S

DISCRETION.
2. CONTRACTOR TO COORDINATE INSTALLATION SCHEDULE.
3. CULTURED STONE VENEER TO BE HACKETT TULSA BY CENTURION
STONE. SUBMIT SAMPLES FOR APPROVAL PRIOR TO CONSTRUCTION.
4. INSTALL PER MANUFACTURER'S RECOMMENDATIONS.
5. MORTAR JOIN COLOR TO MATCH STONE COLOR.
6. CONCAVE TOOL MORTAR JOINTS.
7. FINISH CEDAR BEAM WITH 4 COATS CLEAR WEATHERPROOFING -

SUBMIT CUT SHEET FOR APPROVAL

3'-8"

1
4" x 1

4" DRIP EDGE

S
Y
L
V
A
N

6" x 6" O.D. TUBULAR STEEL
(SEE NOTES)

7"1' - 6" MIN.

2'-8 1/2"

1'-6"

9 1/2" 4" 4" 9"

45°

3'-
0"

1'-7"

SIDEWALK

1 ENTRY MONUMENT
1"=1'-0"

2"

5'-
10

"

1'-6"

6X6 CEDAR POST (NOMINAL)

BEAM ANCHOR - SEE DETAIL

CUT BLOCKS AS NECESSARY TO
ACCOMODATE BEAM AND ANCHOR
SYSTEM

MORTAR SOLID ALL AREA BETWEEN
BEAM AND CMU

#4 REBAR 12" O.C.

7'-
6"

SEE DETAIL 3

SEE DETAIL 4

1'-
0"

2'-
0"

2'-0"

CL

CL
BEAM

BEAM

10"

3"x1
2" x 24" STEEL BAR STOCK

3
4" ANCHOR WELDED TO PLATE AND
MORTARED SOLID IN PLACE

2'-
9"

1
2" x10"x8" END CAP

CENTER AND CONTINUOUS
HAIRLINE WELD,

1
8 CHAMFER ALL EDGED

ENSURE EQUAL OVERHANG
TOP AND BOTTOM, SIDE AND SIDE

END CAP DETAIL

10
"

1
8" CHAMFER ALL EDGES

NOTES:
1. ENSURE SMOOTH EDGES
2. POWDER COAT BLACK 8MIL MIN.

P
A
R
K

ENSURE CAP IS FLUSH ON ALL
SIDES AND CORNERS, WELD SOLID
AND GRIND SMOOTH PRIOR TO
FINISHING

3
4" RADIUS X 2" DEEP

1
4" DRIP EDGE

3'-8"

3'-
8"SECTION-A

2 ENTRY MONUMENT CAP
3/8""=1'-0"

BOTTOMTOP

SECTION-A

1"

3"

R1 1/2"

2'-4"

2'-
4"

8"

8"

1
2 %1

2 %

NOTES:
1. PRECAST CAP COLOR TO BE BUFF
2. FINISH TO BE LIGHT SAND BLAST

4"

1"
TY

P.

4"
41

/2"

61
/2"

41
/2"

3 ENTRY MONUMENT SIGN
1-1/2"=1'-0"

NOTES:
1. FONT TO BE BASKERVILLE OLD FACE FONT OR

APPROVED  EQUAL 4" HEIGHT & WIDTH LETTERS
2. WATER JET CUT LETTERS.
3. SUBMIT SHOP DRAWINGS FOR APPROVAL PRIOR TO

CONSTRUCTION
4. SIGN PLATE TO BE CORTEN STEEL AND REMAIN

NATURAL IN FINISH.

4"
(T

YP
.)

3
4" CORTEN STEEL

S
Y
L
V
A
N

P
A
R
K

3'-
0"

1'-6"

R8"
R8"

55°

55°
2"

3"

4"

CONTINUOUS WELD

NOTES:
1. SUBMIT SHOP DRAWINGS FOR APPROVAL PRIOR TO CONSTRUCTION.
2. ENSURE CONTINUOUS HAIRLINE WELDS BETWEEN ALL ELEMENTS.  GRIND SMOOTH.
3. METAL PLATE, BAR AND STRAP TO BE POWDER COATED BLACK 8MIL MIN.
4. ENSURE ALL CONNECTIONS BETWEEN SIGN AND POST ARE VANDAL PROOF.
5. ENSURE FINAL INSTALLATION OF STRAP IS SOLID AND TIGHT TO POST AND LATERAL

MOVEMENT IS ELIMINATED.
7. ENSURE SIGN HANGS PARALLEL TO PIER AND PERPENDICULAR TO GROUND.

4"

6-
1/4

"

FRONT

3" x 1
2" STEEL PLATE

4 SIGN ATTACHMENT
1-1/2"=1'-0"

ELEVATION

SIDE

WELD

3
8" STEEL STRAP

11
/2"

81
/2"

6"

CEDAR POST

6"

5"
3" 3"

1
2" x 3

4" x 8"  STEEL BAR

3" x 3" STEEL PLATE

3" x 1
2" STEEL PLATE

1
2" x 3

4" x 8"  STEEL BAR

3" x 3" STEEL PLATE

CONTINUOUS WELD

3
4" SIGN PLATE

8"

CONTINUOUS WELD

CONTINUOUS WELD

1/2"1/2"

11
/2"

1"

11
/2"
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1 PAVING AT ROUND ABOUT
1/4"=1'-0"

PLANTER

6"

2'-0"

ROLLED CONCRETE CURB
SEE CIVIL PLANS

2' CONCRETE BAND
(LIGHT BROOM FINISH
PERPENDICULAR TO CURB)

HEAVY BROOM FINISH TO FOLLOW
CURVATURE  OF 8" CURB

8'-0" 2'-0"

6'-0"

8" CONCRETE CURB
SMOOTH TROWEL FINISH

1" TOOLED JOINT

3
8" TOOLED JOINT

EXPOSED AGGREGATE CONCRETE
AS SPECIFIED ON SHEET D-1

3 CONCRETE BAND AT CURB
1/2"=1'-0"

1'-
0"

CONCRETE BAND INTERSECTION
CONCRETE BAND AT 90 DEGREE CURB

2'-0"

1'-
0"

6" CONCRETE CURB

NOTES:
1. ALL 2' BANDS TO BE 90 DEGREES TO CURB
2. ALL SCORING TO BE 3

8" HAND TOOLED JOINTS
3. ALL SCORED SECTIONS TO BE EVENLY SPACED AT THE

SHOWN DIMENSIONS
4. CURBS TO BE SCORED EVERY 8' AND SHALL ALIGN WITH SCORING

IN CONCRETE BAND ADJACENT TO CURB

ALIGN

+/- 4'-0"

+/
-2

'-0
"

6" CONCRETE CURB

2'-0"

ALIGN

TURF TURF TURF
STREETLIGHT FOOTER

2 SECTION AT ROUNDABOUT
3/8""=1'-0"

3% MAX

8'-0" 2'-0"

6"

1"

CURB AND GUTTER
SEE CIVIL PLANS

1" X 1" X .5" RADIUS TOOLED JOINT

LIGHT BROOM FINISH PERPENDICULAR
TO CURB

HEAVY BROOM FINISH TO FOLLOW
CURB RADIUS

SMOOTH TROWEL FINISH

6"

6X6, 16/16 WWM

4" COMPACTED AGGREGATE
COMPACTED SUB BASE

8"

PLANTING SOIL

4 6' SIDEWALK SCORE PATTERN (TYP.)
3/8""=1'-0"

8'-0"

4'-0"

1'-
0"

4'-
0"

1'-
0"

MEDIUM BROOM FINISH
PERPENDICULAR TO CURB
HEAVY BROOM FINISH PARALELL TO
WALK

NOTES:
1. EXPANSION JOINTS TO OCCUR EVERY 32 FEET TO ALIGN
WITH SCORE PATTERN
2. SCORE JOINTS TO BE 3

8" HAND TOOLED

EXPANSION JOINT

8 CONCRETE WALKWAY (TYPICAL)
1" = 1'-0"

4"

6x6, 10, 10, W.W.M. - SHEETS

1
2" DEEP TOOLED SCORE

JOINT (SEE PLAN FOR LOCATIONS)

COMPACTED AGGREGATE

COMPACTED SUB-BASE

NOTE:
1. CONTRACTOR TO INSTALL CONCRETE MADE WITH "NATURAL" SAND TO

MINIMZE COLOR VARIATION.
2. BROOM FINISH CONCRETE WALKWAYS AS SHOWN IN DETAILS.
3. CONSOLIDECK SALTGUARD WB TO BE APPLIED TO ALL CONCRETE SURFACES

PER MANUFACTURER'S SPECIFICATIONS. (PROSOCO ITEM #46067).
4. CONCRETE MIX USED SHALL BE ONE TO WITHSTAND SALTY CONDITIONS.

REFER TO AMERICAN CONCRETE INSTITUTE 301 - SPECIFICATIONS FOR
STRUCTURAL CONCRETE.

5. EXPANSION JOINTS SHALL BE SEPARATED NO GREATER THAN 32'. SCORE
JOINTS SHALL BE SEPARATED NO MORE THAN 8' AT EQUAL DISTANCES.
JOINTS SHALL BE PLACED AS SHOWN ON PLANS.

4,000 PSI CONCRETE

4"

CONTROL JOINT - 1
2" DEEP TOOLED

JOINT.  SEE PLAN FOR JOINT
PLACEMENT.  USE NO SAW CUT
JOINTS.

POLYURETHANE
BACKER ROD

9 EXPANSION JOINT (TYP.)
1-1/2"=1'-0"

NOTES:
1. SEE LAYOUT PLANS FOR PLACEMENT.
2. CONTROL JOIN @ 8' O.C. MAX
3. EXPANSION JOINT @ 32' O.C. MAX. OR AS SHOWN ON PLANS.
4. EXPANSION JOINT TO BE 1

2" AT BUILDINGS ONLY
5 EXPANSION JOINT TO BE 1

4" AT ALL OTHER CONDITIONS.
6 CAULK COLOR TO MATCH CONCRETE COLOR
7 SUBMIT CAULK COLOR, BACKER ROD AND JOINT FILL MATERIAL FOR
   APPROVAL.

FOAM
EXPANSION JOINT

CAULK

5 5' SIDEWALK SCORE PATTERN (TYP.)
3/8""=1'-0"

8'-0" 5'-
0"

MEDIUM BROOM FINISH
PERPENDICULAR TO CURB

NOTES:
1. EXPANSION JOINTS TO OCCUR EVERY 32 FEET TO ALIGN
WITH SCORE PATTERN
2. SCORE JOINTS TO BE 3

8" HAND TOOLED

EXPANSION JOINT

7 PERVIOUS CONCRETE AT PARALLEL PARKING
1" = 1'-0"

8'-0"

SEE CIVIL PLANS FOR
ASPHALT DETAILS

1'-
0"

1'-6"

CONCRETE BAND-HEAVY BROOM
FINISH PERPENDICULAR TO CURB

6" CLEAN GRADED AGGREGATE

6" PERVIOUS CONCRETE

SEE CIVIL PLANS FOR CURB AND
SUB BASE

CONCRETE WALKWAY

#5 REBAR (TYP.)

6"
3"

4"

3"

VARIES (SEE PLAN)

2"

1'
-0

"

6 CROSSWALK AT ASPHALT
3/8"=1'-0"

BITUMINOUS PAVING

#4 REBAR @ 1' O.C. EACH WAY
COMPACTED GRAVEL BASE
6X6, 6, 6 WWM

MEDIUM BROOM FINISH (TYP.) EACH
SIDE

NOTES:
1. SEE CROSSWALK SCORING PLAN FOR FINISH

AND SCORE PATTERN
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5 - 1/2"

2 - 3/4"

5-
1/2

" 9
16" DIAMETER

6"

GROUT SOLID

℄

1 BEAM ANCHOR
1-1/2"=1'-0"

ELEVATION

5 - 1/2"

1
2" CARRIAGE BOLT
ASSEMBLY

CEDAR BEAM

GALVANIZED ANCHOR

3
8" GALVANIZED STEEL (TYP)

CMU BLOCK NON-WOVEN FILTER FABRIC

4" COMPACTED AGGREGATE

ADJACENT PLANTING  BED

LOCAL STONE BOULDER (SEE
NOTES)

CLEAN WASHED AGGREGATE
SEE DETAIL 3

2 BOULDER @ STONE BED
Scale: 1"=1'-0"

COMPACTED SUBGRADE

NOTES:
1. BOULDERS TO BE LOCAL STONE.  CONTRACTOR SHALL
    SOURCE AND CONTACT LANDSCAPE ARCHITECT FOR SELECTION.
2. BOULDERS SHALL RANGE IN SIZE FROM 8' - 15' AND
    HAVE IRREGULAR SHAPES.
3. LANDSCAPE ARCHITECT TO APPROVE BOULDERS AND
    BE PRESENT FOR PLACEMENT.

STEEL EDGING.

ADJACENT PLANTING
BED

6"

NON-WOVEN FILTER FABRIC
TO SEPARATE SOIL FROM
AGGREGATE

3 RIVER ROCK BED AT CURB
Scale: 1"=1'-0"

RIVER ROCK (SEE CHART FOR
SIZING)

NOTES:
1. RIVER ROCK TO BE LOCAL STONE.  CONTRACTOR
SHALL SOURCE AND CONTACT LANDSCAPE ARCHITECT.

COMPACTED SUBGRADE

CONCRETE CURB
SEE CIVIL DRAWINGS

RIVER ROCK MIXTURE CHART

1" - 3" 45%
4" - 8" 30%
9"-15" 25%

CONCRETE WALK

6"

SIZE PERCENTAGE

6"

NON-WOVEN FILTER FABRIC

CLEAN WASHED AGGREGATE

3/16"x4" STEEL PAVER EDGING,
BLACK, 15" STAKES AT 32" O.C.

FINISH GRADE

4 EDGING @ RIVER ROCK
Scale: 1-1/2"=1'-0"

3'-
0"

Ø1'-5"

31
/2"

Ø2 1/2"

1'-0"

MAGLIN BIKE RACK
MBR200 36" HEIGHT
COLOR: BLACK

SUPPLIER:
MAGLIN FURNITURE SYSTEMS
113 WINNET STREET
ONTARIO, CANADA N4S 5Z8
TEL: 800.716.5506
WEB: WWW.MAGLIN.COM
EMAIL: SALES@MAGLIN.COM

5 BIKE RACK
1/2"=1'-0"

1'-
6"

HOLD FOOTER BELOW
CONCRETE WALK (TYP.)

CONCRETE WALK

6'-1 1/2"

2"

5'-10"

2"2'-10 1/2"
5'-9 1/2"

6'-0 1/2"

2'-
31

/2"

2'-0"

1'-
6" 2'-

71
/2"

PLAINWELL BENCH
72" LENGTH
COLOR: BLACK

SUPPLIER:
LANDSCAPE FORMS, INC.
431 LAWNDALE AVENUE
KALAMAZOO, MI 49048
TEL: 800.430.6209
WEB: WWW.LANDSCAPEFORMS.COM
EMAIL: SPECIFY@LANDSCAPEFORMS.COM

6 BENCH
1/2"=1'-0"

1'-
6"2'-

3"

1'-8 1/2"

ANCHOR BOLT
(TYP.)

NOTES :
1. ANCHOR BOLTS TO EXTEND THROUGH PAVERS AND
IMBEDDED MIN. 4" INTO CONCRETE.
2. FINAL LOCATION OF BENCH TO BENCH TO BE DETERMINED
IN FIELD.

3'-
81

/2"

2'-5"

Ø2'-4"

Ø8 1/2"

2'-1"

PLAINWELLTRASH RECEPTACLE WITH SAND TRAY
COLOR: BLACK

SUPPLIER:
LANDSCAPE FORMS, INC.
431 LAWNDALE AVENUE
KALAMAZOO, MI 49048
TEL: 800.430.6209
WEB: WWW.LANDSCAPEFORMS.COM
EMAIL: SPECIFY@LANDSCAPEFORMS.COM

7 TRASH RECEPTACLE
1/2"=1'-0"

NOTES :
1. ANCHOR BOLTS TO  IMBEDDED MIN. 4" INTO CONCRETE.
2. FINAL LOCATION OF TRASH RECEPTACLE  TO BENCH TO BE
DETERMINED IN FIELD.

8 PLANTING BED AT MEDIAN
1"=1'-0"

VARIES

NOTES:
1. ROUND AT CENTER OF MEDIAN
2. 3

8" TOOL SCORE JOINTS TO BE EVENLY SPACED
+/- 2' HORIZONTALLY AND VERTICALLY.

ASPHALT
PAVING

18" TOPSOIL

4" DOUBLE SHREDDED
HARDWOOD MULCH

10%

9 CONCRETE AT MEDIAN
1"=1'-0"

VARIES

NOTES:
1. ROUND AT CENTER OF MEDIAN
2. 3

8" TOOL SCORE JOINTS TO BE EVENLY SPACED
+/- 2' HORIZONTALLY AND VERTICALLY.

ADJACENT SUR
(VARIES - SEE P

6" CONCRETE BASE

4' COMPACTED AGGREGATE

4" CONCRETE
SEE NOTES FOR SCORING

10%

46th and Murphy
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Landscape Plan

MATCH
LINE

- SEE
SHEET

L-2

1 PLANTING AT ENTRY COLUMN
1"= 5'-0"



46th and Murphy
Streetscape Project

Landscape Plan

MATCH
LIN

E - SEE SHEET L-1

M
A

TC
H

LIN
E

-S
EE

SH
EET

L-3

1 MEDIAN PLANTING
1"= 10'-0"

2 PLANTING AT ENTRY COLUMN
1"= 5'-0"
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Landscape Plan

1 PLANTING AT PLAZA
1"= 10'-0"

M
A

TC
H

 L
IN

E 
- S

EE
 S

H
EE

T 
L-

2

2 PLANTING AT ENTRY COLUMN
1"= 5'-0"



46th and Murphy
Streetscape Project

NOTE: GROUNDCOVERS AND
PERENNIALS TO BE INSTALLED WITH
TRIANGULAR SPACING

12"
MIN.

DECIDUOUS TREE PLANTING
NTS5

PLANTING SOIL MIX

HARDWOOD STAKES (3)

2" TRIPLE SHREDDED HARDWOOD MULCH

UNDISTURBED SOIL PEDESTAL

SOIL SAUCER: USE PREPARED TOPSOIL, 6" MIN.

ROPES AT TOP OF BALL SHALL BE CUT. REMOVE TOP
1/2 OF BURLAP. NON-BIODEGRADABLE MATERIAL
SHALL BE TOTALLY REMOVED

SET TREE ABOVE ORIGINAL GRADE 1/8 DEPTH
OF ROOT BALL

ORNAMENTAL TREE PLANTING
NTS4

12"
MIN.

GROUNDCOVER SPACING
N.T.S.3

RUBBER HOSE AT BARK ON EACH MAJOR STEM.
ALL MAJOR STEMS SHOULD BE WIRED TOGETHER.

8" O.C.

36" O.C.
48" O.C.

10" O.C.

18" O.C.
24" O.C.

12" O.C.

PLANT (TYP.)

' D '
PLANT SPACING

6.93" O.C.

30.0" O.C.
31.5" O.C.

8.66" O.C.
10.4" O.C.
15.6" O.C.
20.8" O.C.

' A '
ROW

GUY WIRES (3), WHITE FLAG ON EACH
2 STRANDS OF TWISTED GALVANIZED
WIRE EACH

SOIL SAUCER: USE PREPARED SOIL, 6" MIN.

SET TREE ABOVE ORIGINAL GRADE 1/8 DEPTH
OF ROOT BALL

ROPES AT TOP OF BALL SHALL BE CUT. REMOVE TOP
1/2 OF BURLAP. NON-BIODEGRADABLE MATERIAL
SHALL BE TOTALLY REMOVED
PLANTING SOIL MIX
UNDISTURBED SOIL PEDESTAL

TURNBUCKLE (3), GALVANIZED

HARDWOOD STAKES

2" TRIPLE SHREDDED HARDWOOD MULCH

RUBBER HOSE AT BARK

TYP. B&B SHRUB PLANTING
N.T.S.2

9"
min.

SET GROUNDCOVERS AND PERENNIALS
IN STAGGERED ROWS AT SPECIFIED
SPACING. MULCH ENTIRE BED WITH 2"
TRIPLE SHREDDED HARDWOOD MULCH.

PLANTING SOIL MIX

EXCAVATE ENTIRE BED TO A DEPTH
OF 8" AND PLACE PLANTING SOIL MIX

GROUNDCOVER PLANTING
N.T.S.1

UNDISTURBED SOIL PEDESTAL

THIN BRANCHES BY 1/3 RETAINING
PROPER PLANT FORM.

SET SHRUB ABOVE FINISHED GRADE 1/8
DEPTH OF ROOT BALL

2" TRIPLE SHREDDED HARDWOOD MULCH

MAKE (3) - 1" CUTS IN SIDES OF THE
ROOTBALL

PLANTING SOIL MIX

PLANT SCHEDULE
BOTANICAL / COMMON NAME SIZE ROOT COMMENTS

LF
Sarah's Favorite Crapemyrtle

6-8' B&B Match 3 Canes31

AG
Paperbark Maple

3" cal. B&B SPECIMEN3

HC
Creeping St. John's Wort

1 Gal. CONT. X1,698

ICR
Japanese Blood Grass

1 Gal. CONT. x397

LS
Creeping Lily Turf

1 Gal. CONT. X149

CS
Arctic Fire Red Twig Dogwood

3 Gal. CONT. x56

NOTES:
1. THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL MATERIALS, TESTING AND LABOR REQUIRED TO FULLY INSTALL THE PLANT MATERIAL PER THE PLANS INCLUDING: SOIL TESTING, SOIL AMENDMENTS (AS NECESSARY), BED PREPARATION, PLANT INSTALLATION, FERTILIZING, MULCHING, WATERING, MAINTENANCE AND WARRANTY.

2. THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION OF HIS WORK WITH THAT OF ALL OTHER CONTRACTORS. THIS PLAN DOES NOT GUARANTEE THE EXISTENCE OR NON-EXISTENCE OF ANY UTILITIES. PRIOR TO COMMENCEMENT OF ANY WORK, THE LANDSCAPE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL ABOVE
GROUND AND UNDERGROUND UTILITIES.

3. THE QUALITY AND SIZE OF ALL PLANT MATERIAL SHALL CONFORM TO THE MOST CURRENT STANDARDS AS SET FORTH IN ANSI Z60.180 - AMERICAN STANDARD FOR NURSERY STOCK.

4. WHERE PLANT MATERIAL IS PROPOSED IN AREAS ADJACENT TO ANY PROPERTY LINE, THE LANDSCAPE CONTRACTOR SHALL VERIFY THE EXACT LOCATION OF THE PROPERTY LINE. ALL NEW PLANT MATERIAL SHALL BE INSTALLED SUCH THAT THE ENTIRE ROOT BALL OF THE PLANT LIES ON THE SUBJECT PROPERTY. UNDER NO CIRCUMSTANCES SHALL
ANY PORTION OF THE ROOT BALL EXTEND BEYOND THE LIMITS OF THE SUBJECT PROPERTY.

5. ALL DISTURBED AREAS NOT COVERED BY HARDSCAPE OR PLANT MATERIALS SHALL BE COVERED WITH SEED AND STRAW UNLESS OTHERWISE NOTED.

6. ALL DECIDUOUS TREES SHALL BE A MINIMUM CALIPER AS SPECIFIED IN THE PLANT SCHEDULE BELOW WHEN PLANTED.

7. PRIOR TO PLANTING, THE CONTRACTOR SHALL CONTACT TENNESSEE ONE CALL, INC. (1-800-351-1111) TO LOCATE ALL UNDERGROUND UTILITIES.

8. ALL DISTURBED AREAS SHALL RECEIVE A MINIMUM 4" LAYER OF TOPSOIL.

9. PLANT SUBSTITUTION MAY BE PERMITTED ONLY AFTER PROOF THAT SPECIFIED PLANTS ARE UNAVAILABLE AND THE REQUEST HAS BEEN SUBMITTED TO THE OWNER OR LANDSCAPE ARCHITECT. THE CONTRACTOR SHALL PROVIDE THE NEAREST EQUIVALENT OBTAINABLE SIZE AND VARIETY OF THE PLANT HAVING THE SAME ESSENTIAL
CHARACTERISTICS AS THE PLANT SPECIFIED.

10. THE CONTRACTOR SHALL FURNISH QUANTITIES NECESSARY TO COMPLETE THE PLANTING PLANS SHOWN AND AS LOCATED ON THE PLANS.

11. MINOR PLANT LOCATION ADJUSTMENTS MAY BE MADE IN THE FIELD TO ENSURE ACCESS TO UTILITY JUNCTION BOXES, FREE SITE LIGHTING OF FUTURE TREE CANOPY INTERFERENCE AND ALLOW UNINHIBITED PEDESTRIAN / VEHICULAR CIRCULATION ON ALL PAVEMENTS OR FOUNDATIONS.

12. ALL SHRUB MASSES OF TWO OR MORE SHALL BE EDGED INTO A PLANTING BED AND MULCHED PER DETAIL. ALL INDIVIDUAL TREES AND SHRUBS SHALL HAVE A MULCH SAUCER EQUAL IN DIAMETER TO THE PLANTING PIT DIAMETER AND SHALL BE MULCHED AS SHOWN ON THE DETAILS. UNLESS OTHERWISE INDICATED, ALL BED EDGES SHALL BE A DEEP
CUT CLEAN SPADE EDGE.

13. SYNTHETIC BURLAP OR TREATED BURLAP SHALL NOT BE USED IN BALLING AND BURLAPPING OF ANY PLANT MATERIAL FOR THIS PROJECT.

14. THE CONTRACTOR SHALL VERIFY THAT EACH TREE OR SHRUB PIT WILL DRAIN BEFORE INSTALLING PLANT MATERIAL. HE SHALL FILL THE HOLE WITH SIX INCHES (6") OF WATER THAT SHOULD PERCOLATE OUT WITHIN TWENTY-FOUR HOURS. SHOULD ANY AREA NOT DRAIN PROPERLY, A PERFORATED DRAIN LINE SHALL BE INSTALLED, OR THE PLANTS
RELOCATED.

15. THE CONTRACTOR SHALL NOTIFY THE OWNER IMMEDIATELY IF HE ENCOUNTERS ANY UNSUITABLE SURFACE OR SUBSURFACE DRAINAGE CONDITIONS, SOIL DEPTH, LATENT SOILS, HARD PAN, UTILITY LINES, OR OTHER CONDITIONS THAT WILL JEOPARDIZE THE HEALTH AND VIGOR OF THE PLANTS. SHOULD THE CONTRACTOR NOT NOTIFY THE OWNER
OF A PROBLEM AREA, HE WARRANTS THAT THE AREAS ARE SUITABLE FOR PROPER GROWTH AND DEVELOPMENT OF ALL PLANTS INSTALLED.

16. NO EXCAVATION OR PLANTING PIT SHALL BE LEFT OPEN OVERNIGHT.

17. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTENANCE OF ALL PLANTS UNTIL THE OWNER FORMALLY ACCEPTS THEM. THE PLANTS SHALL BE THOROUGHLY WATERED AT THE TIME OF INSTALLATION AND AS OFTEN THEREAFTER AS NECESSARY TO MAINTAIN THEM IN A HEALTHY AND VIGOROUS STATE.

18. ALL PLANTS SHALL BE GUARANTEED FOR ONE (1) FULL YEAR FROM THE DATE OF FORMAL ACCEPTANCE BY THE OWNER AND SHALL BE ALIVE AND HAVE SATISFACTORY GROWTH AT THE END OF THE GUARANTEED PERIOD. ANY PLANT NOT IN HEALTHY AND VIGOROUS CONDITION SHALL BE REPLACED AT NO COST TO THE OWNER AT THE END OF THE
GUARANTEED PERIOD. PLANTS SEVERELY DAMAGED BY VANDALS ARE NOT SUBJECT TO REPLACEMENT BY THIS CONTRACTOR. REPLACEMENT PLANTS SHALL MEET OR EXCEED THE REQUIREMENTS OF THE PLANT LIST. THE OWNER SHALL INSPECT THE REPLACED PLANTS WHEN ALL REPLACEMENTS HAVE BEEN MADE. REPLACEMENT PLANTS ARE TO
BE ALIVE, HEALTHY AND FREE OF PESTS AND DISEASE.

19. MAINTENANCE OF ALL PLANT MATERIAL AFTER FORMAL ACCEPTANCE BY THE OWNER IS THE RESPONSIBILITY OF THE OWNER UNLESS SPECIFIED OTHERWISE IN THE CONTRACTR THROUGH A MAINTENANCE AGREEMENT. THE CONTRACTOR SHALL PROVIDE THE OWNER WITH MAINTENANCE GUIDELINES TO ASSURE PROPER CARE AFTER THE
CONTRACTOR'S ONE YEAR GUARANTEE PERIOD.

20. THE CONTRACTOR SHALL CLEAN UP THE SITE AT THE COMPLETION OF THE PROJECT AND MAINTAIN THE SITE IN A REASONABLY CLEAN AND NEAT CONDITION DURING INSTALLATION. STREETS AND DRIVES SHALL BE CLEANED REGULARLY TO REMOVE CONSTRUCTION DEBRIS AND DIRT RESULTING FROM THE WORK.

21. THE CONTRACTOR SHOULD VERIFY LANDSCAPING/TREE PLANTING LOCATIONS WITH THE PUBLIC UTILITIES DEPARTMENT TO AVOID CONFLICTS WITH WATER, SEWER, AND GAS LINES.

22. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING AND DISPOSING OF SOD WITHIN ALL LANDSCAPE BEDS, LOOSENING SUB-GRADE OF PLANTING BEDS TO A MINIMUM DEPTH OF 6", REMOVING STONES LARGER THAN 1" IN ANY DIMENSION AND STICKS, ROOTS, RUBBISH, AND OTHER EXTRANEOUS MATTER AND LEGALLY DISPOSING OF THEM
OFF OF THE OWNER'S PROPERTY. THE CONTRACTOR SHALL APPLY SNAPSHOT 2G GRANULAR PRE-EMERGENT HERBICIDE OR APPROVED SUBSTITUTE FOR BROADCAST SPECTRUM CONTROL AND POST-EMERGENT OR APPROVED SUBSTITUTE FOR POST-EMERGENT WEED CONTROL. THE CONTRACTOR SHALL FOLLOW THE MANUFACTURER'S
RECOMMENDED APPLICATION RATES.

23. A TREEGATOR WATERING BAG SHALL BE LOCATED ON ALL CANOPY TREES FOR A MINIMUM OF ONE YEAR.

24. THE CONTRACTOR SHALL INSTALL LANDSCAPE EDGING BETWEEN ALL PLANTING BEDS AND SOD, BETWEEN ALL RIVER ROCK AND PLANTINGS, AS WELL AS BETWEEN ALL GROUNDCOVER AND SHRUB MASSINGS.

QTYABREV.

PY
Yoshino Cherry

6-8' B&B Match 3 Canes13

LI
Razzle Dazzle Cherry Dwarf Crape Myrtle

3 Gal. CONT. x40

IC
Dwarf Burford Holly

3 Gal. CONT. x62

PA
Fountain Grass

1 Gal. CONT. x133

SPACING

AS SHOWN

12' O.C.

AS SHOWN

4' O.C.

4' O.C.

4' O.C.

1.5' O.C.

2.5' O.C.

18" O.C.

18" O.C.

PH
Dwarf Fountain Grass

1 Gal. CONT. x109 1.5' O.C.

Landscape Notes & Details

LE 777 L.F.

OP
Black Mondo Grass

1 Gal. CONT. X104
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46th and Murphy
Streetscape Project

Proposed Electrical Layout
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ELECTRICAL NOTES
1. ALL WORK SHALL BE PERFORMED IN ACCORDANCE

WITH THE 2014 NATIONAL ELECTRIC CODE, NESC, AND
NES STREET LIGHTING GUIDELINES.

2. ALL ELECTRICAL CONDUIT SHALL BE GREY IN COLOR.
THE CONTRACTOR SHALL NOT MIX COLORS. PVC
CONDUIT SHALL BE SCHEDULE 40 AND INSTALL BY
TRENCHING. HDPE CONDUIT SHALL BE INSTALLED BY
DIRECTIONAL DRILLING. ALL EXPOSED ABOVE GRADE
CONDUIT SHALL BE RGS.

3. ALL ELECTRICAL WIRE SHALL BE TYPE THWN.

4. SEE LANDSCAPE DETAILS FOR FOOTER LOCATIONS
ADJACENT TO CONCRETE BANDS.

5. CONDUCTORS SHALL BE COLOR CODED PER NES
STREET LIGHTING GUIDELINES.

6. CONTRACTOR SHALL INSTALL LIGHTING FIXTURES ON
PHASE "A" AND RECEPTACLES ON PHASE "B".

LEGEND
ELECTRICAL CONDUIT AND CONDUCTORS. SEE CONDUIT
AND CABLE SCHEDULE FOR SIZE, TYPE, AND QUANTITIES.

NES STREET LIGHTING PULL BOX. SEE FIGURE 5 ON SHEET
SL-6

CONDUIT AND CABLE CALL OUT

STREETSCAPE LIGHT AND RECEPTACLE CIRCUIT CALL OUT.
- NUMERICAL VALUE DENOTES CIRCUIT NUMBER

CONNECTION

FLOOD LIGHT FIXTURE

STREETSCAPE LIGHT FIXTURE
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46th and Murphy
Streetscape Project

Proposed Electrical Layout

ELECTRICAL NOTES
1. ALL WORK SHALL BE PERFORMED IN ACCORDANCE

WITH THE 2014 NATIONAL ELECTRIC CODE, NESC, AND
NES STREET LIGHTING GUIDELINES.

2. ALL ELECTRICAL CONDUIT SHALL BE GREY IN COLOR.
THE CONTRACTOR SHALL NOT MIX COLORS. PVC
CONDUIT SHALL BE SCHEDULE 40 AND INSTALL BY
TRENCHING. HDPE CONDUIT SHALL BE INSTALLED BY
DIRECTIONAL DRILLING. ALL EXPOSED ABOVE GRADE
CONDUIT SHALL BE RGS.

3. ALL ELECTRICAL WIRE SHALL BE TYPE THWN.

4. CONDUCTORS SHALL BE COLOR CODED PER NES
STREET LIGHTING GUIDELINES

SHEET NOTES
LOCATION OF PROPOSED POWER SOURCE
FROM UTILITY. CONTRACTOR SHALL
COORDINATE WITH NES FOR 120/240V
ELECTRICAL SERVICE. THIS SERVICE WILL
NOT BE REQUIRED TO BE METERED. SEE
SHEET SL-6 FOR ELECTRICAL RISER DETAIL
(FIGURE 4).

NOT USED.

120V ELECTRICAL SERVICE FOR
ROUNDABOUT FLOOD LIGHTING SHALL BE
FED FROM THE COMMUNITY CENTER.
CONTRACTOR SHALL COORDINATE WITH
THE COMMUNITY CENTER STAFF FOR
ELECTRICAL CONNECTION.

20A FUSED DISCONNECT SWITCH AND
TIMER CLOCK CONTROL FOR
ROUNDABOUT LIGHTING.

ROUNDABOUT FLOOD LIGHTS SHALL BE 3'
FROM BACK OF CURB AS SHOWN.
CONTRACTOR SHALL STAKE FLOOD
LIGHTING LOCATIONS FOR APPROVAL BY
THE ENGINEER PRIOR TO INSTALLATION.

LEGEND
ELECTRICAL CONDUIT AND CONDUCTORS. SEE CONDUIT
AND CABLE SCHEDULE FOR SIZE, TYPE, AND QUANTITIES.

NES STREET LIGHTING PULL BOX. SEE FIGURE 5 ON SHEET
SL-6

CONDUIT AND CABLE CALL OUT

FLOOD LIGHT FIXTURE

STREETSCAPE LIGHT FIXTURE

MATCH LINE - SEE SHEET SL-1
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MATCH LINE - SEE S
H

E
E

T
SL-4

STREETSCAPE LIGHT AND RECEPTACLE
CIRCUIT CALL OUT.

- NUMERICAL VALUE DENOTES CIRCUIT
NUMBER CONNECTION

5. CONTRACTOR SHALL INSTALL LIGHTING
FIXTURES ON PHASE "A" AND RECEPTACLES
ON PHASE "B".

05-02-1
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46th and Murphy
Streetscape Project

Proposed Electrical Layout
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ELECTRICAL NOTES
1. ALL WORK SHALL BE PERFORMED IN ACCORDANCE

WITH THE 2014 NATIONAL ELECTRIC CODE, NESC, AND
NES STREET LIGHTING GUIDELINES.

2. ALL ELECTRICAL CONDUIT SHALL BE GREY IN COLOR.
THE CONTRACTOR SHALL NOT MIX COLORS. PVC
CONDUIT SHALL BE SCHEDULE 40 AND INSTALL BY
TRENCHING. HDPE CONDUIT SHALL BE INSTALLED BY
DIRECTIONAL DRILLING. ALL EXPOSED ABOVE GRADE
CONDUIT SHALL BE RGS.

3. ALL ELECTRICAL WIRE SHALL BE TYPE THWN.

4. CONDUCTORS SHALL BE COLOR CODED PER NES
STREET LIGHTING GUIDELINES.

5. CONTRACTOR SHALL INSTALL LIGHTING FIXTURES ON
PHASE "A" AND RECEPTACLES ON PHASE "B".

LEGEND
ELECTRICAL CONDUIT AND CONDUCTORS. SEE CONDUIT
AND CABLE SCHEDULE FOR SIZE, TYPE, AND QUANTITIES.

NES STREET LIGHTING PULL BOX. SEE FIGURE 5 ON SHEET
SL-6

CONDUIT AND CABLE CALL OUT

STREETSCAPE LIGHT AND RECEPTACLE CIRCUIT CALL OUT.
- NUMERICAL VALUE DENOTES CIRCUIT NUMBER

CONNECTION

FLOOD LIGHT FIXTURE

STREETSCAPE LIGHT FIXTURE
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46th and Murphy
Streetscape Project

Proposed Electrical Layout

ELECTRICAL NOTES
1. ALL WORK SHALL BE PERFORMED IN ACCORDANCE

WITH THE 2014 NATIONAL ELECTRIC CODE, NESC, AND
NES STREET LIGHTING GUIDELINES.

2. ALL ELECTRICAL CONDUIT SHALL BE GREY IN COLOR.
THE CONTRACTOR SHALL NOT MIX COLORS. PVC
CONDUIT SHALL BE SCHEDULE 40 AND INSTALL BY
TRENCHING. HDPE CONDUIT SHALL BE INSTALLED BY
DIRECTIONAL DRILLING. ALL EXPOSED ABOVE GRADE
CONDUIT SHALL BE RGS.

3. ALL ELECTRICAL WIRE SHALL BE TYPE THWN.

4. CONDUCTORS SHALL BE COLOR CODED PER NES
STREET LIGHTING GUIDELINES.

SHEET NOTES
NEW SERVICE RISER PER NES STANDARDS. SEE FIGURE 4
ON SL-6.

REUSE EXISTING CONDUIT FOR ALL PARKING LOT LIGHTING.

LEGEND
ELECTRICAL CONDUIT AND CONDUCTORS. SEE CONDUIT
AND CABLE SCHEDULE FOR SIZE, TYPE, AND QUANTITIES.

NES STREET LIGHTING PULL BOX. SEE FIGURE 5 ON SHEET
SL-6.

CONDUIT AND CABLE CALL OUT

STREETSCAPE LIGHT AND RECEPTACLE CIRCUIT CALL OUT.
- NUMERICAL VALUE DENOTES CIRCUIT NUMBER

CONNECTION

FLOOD LIGHTING FIXTURE

STREETSCAPE LIGHT FIXTURE

PARKING LOT LIGHT FIXTURE

MATCH LINE - SEE

S
H

E
E

T
SL-2
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46th and Murphy
Streetscape Project

Electrical Notes & Details

FLOOD_LIGHT
NTS

13-7/8"

8-
1/4

"

H700 ARCHITECTURAL FLOOD LIGHT
50M-120 -FL- KM -HSMSA18- IHL- BD- HLP- LPI- BK

SUPPLIER
HOLOPHANE
632 SEASIDE CT
WESTERVILLE, OH
770.483.6206
WWW.HOLOPHANE.COM

1"

ATTACH PER MANUFACTURERS
RECOMMENDATIONS

CONCRETE FOOTER WITH #4 REBAR

COORDINATE INSTALLATION
WITH ELECTRICIAN

1'-
6"

8"

FINISH GRADE

7" BLACK STANCHION MOUNT

STREETSCAPE_LIGHT
NTS

2'-0"

6'-
0"

20
'-0

"

14
'-0

"

63
"

1'-5"

ANCHOR BOLT ASSEMBLY PER
MANUFACTURER SPECIFICATIONS

5
8" X 8'-0" GROUND ROD

(DRIVE BELOW CONCRETE)

2-2" CONDUIT
(SEE ELECTRICAL PLANS FOR
SPECIFICATIONS)

CLASS A CONCRETE WITH STEEL
REINFORCING CAGE

1-1" CONDUIT
STUB OUT 1' FROM FACE OF
FOUNDATION
FOR GROUND WIRE

LAMP :
INVUE MSA MESA
PULSE START METAL HALIDE
MSA-100-MP-UNV-3S-FG-AP-R

SUPPLIER:
TENNESSEE LIGHTING SALES
2730 LARMON AVENUE
NASHVILLE,TN 37204
615.385.5566
WWW.COOPERLIGHTING.COM

PARKING_LOT_LIGHT
NTS

POLE:
U.S. ARCHITECTURAL
RNTA - 205.188-PT27-RBC-SLM-FBA20-BEB

6"

SEE FIGURE 6 ON SL-6 FOR LIGHT POLE FOOTING DETAIL

11-3/4" BOLT DIA.

2' 
0"

2' 0"

05-02-1
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46th and Murphy
Streetscape Project

Electrical Notes & Details

NOTES:
1. ALL PEDESTRIAN STREET LIGHT

FOOTERS SHALL BE MODIFIED TO
HAVE THE SQUARE 2'X2' FOOTER
OPTION. SEE STREETSCAPE
LIGHTING DETAIL ON SHEET SL-5
FOR BOLT CIRCLE PATTERN AND
PLACEMENT.

2. THE STREETSCAPE LIGHT
FOOTER SHALL EXTEND 2" ABOVE
FINISHED GRADE.
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